
Screw Compressors :

The Blackmer Solutions

Otheraggregates

Cement

Flour

Lime

Cereals

Limestone

Sand

Plastic pellets

Gravel

Animal food...
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Whatever
your carried product,

there is a

BLACKMER
Solution

Examples of PTO drive

B 600 DDIC
on SCANIA truck
Application : FLOUR

MISTRAL DDIC
on DAF truck
Application : CEREALS / ANIMAL FOOD

B 600 DDNC on MAN truck
Application : LIME / CEMENT

TYPHON II DDNC
on IVECO truck
Application : SAND / LIMESTONE

TYPHON II SP* / B 1500 SP* / SP XL-DDIC
on VOLVO truck
Application :
GRAVEL / ANIMAL FOOD

TYPHON II DDIC
on VOLVO truck
Application :
PLASTIC PELLETS

MISTRAL DDK
on RENAULT truck
Application :
SAND / LIME / CEMENT

MISTRAL LS-DDNC
on MAN truck
Application :
LIME / LIMESTONE

B 600 DDK
on MERCEDES BENZ truck
Application : CEMENT

FLOUR

CEMENT

PLASTIC
PELLETS

GRAVEL

LIME

CEREALS

LIMESTONE

SAND

ANIMAL FOOD

3  Y E A R S  W A R R A N T Y  F O R  C O M P R E S S O R  L U B R I C A T E D  W I T H  B S C O I L  !

* SP : For suction and pressure

y g



The solution for an optimum mounting
inside truck frame.

B 600-20R (short/long)
1200 - 2000 rpm CW

B 600-30R
1800 - 3000 rpm CW

Dimension :
L 549 x H 348 x W 280 mm (short)
L 633 x H 348 x W 280 mm (long)

Weight : 97 kg (short)

B 600-13R/15L
either 780 - 1300 rpm CW
or 900 - 1500 rpm CCW

B 600-19R/22L
either 1170 - 1950 rpm CW
or 1320 - 2250 rpm CCW
Dimension :
L 686 x H 443 x W 295 mm
Weight :
127 kg

www.blackmer.com

Screw compressor
B 600

The compact
- 250 up to 600 m3/hr -

SPEC SHEET 1401-002 E

Section : 1401
Effective : June 2008
Replaces : new



Screw compressor B 600

Speed (rpm)

B600
COMPRESSOR
20R and 30R

B600 COMPRESSOR WITH MULTIPLIER 13R/15L and 19R/22L

COMPRESSOR SPEED
VERSION 1 2 3 4 5

13R 780 910 1040 1170 1300

15L 900 1050 1200 1350 1500

19R 1170 1365 1560 1755 1950

20R 1200 1400 1600 1800 2000

22L 1320 1580 1800 2035 2250
30R 1800 2100 2400 2700 3000

3

1

4

2

Flow (m3/hr) / Power (kW)

5

3
5 4

2 1

Torque Pressure (Nm)

*At full speed

Pressure (bar)*
VERSION 1.5 2.0 2.5

13R 180 215 260

15L 155 185 225

19R 126 147 179

20R 120 140 170

22L 109 127 155

30R 80 95 110
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The solution for an optimum mounting inside truck frame.

B1500 - 20 R
1000 - 2000 rpm CW

B1500 - 30 R
1500 - 3000 rpm CW

Dimensions (mm) :
L 743 x H 362 x W 280

Weight :
157 kg

B1500-13R/15L
either 650 - 1300 rpm CW
or 750 - 1500 rpm CCW

B1500-19R/22L
either 975 - 1950 rpm CW
or 1125 - 2250 rpm CCW
Dimensions (mm) :
L 880 x H 446 x W 295
Weight :
187 kg

www.blackmer.com

SPEC SHEET 1401 - 005 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor
B1500 

SP/Suction and Pressure
The Unique - 625 up to 1550 m3/hr -



Screw compressor B 1500 SP

Speed (rpm)

B 1500
COMPRESSOR
20R and 30R

B 1500 COMPRESSOR WITH MULTIPLIER 13R/15L

COMPRESSOR SPEED
VERSION 1 2 3 4 5 6

13R 650 780 910 1040 1170 1300

15L 750 900 1050 1200 1350 1500

19R 975 1770 1365 1560 1755 1950

20R 1000 1200 1400 1600 1800 2000

22L 1125 1320 1580 1800 2035 2250
30R 1500 1800 2100 2400 2700 3000

Flow (m3/hr) / Power (kW)

Torque Pressure (Nm)

*At full speed

PRESSURE (bar)*
VERSION 1.5 2.0 2.5

13R 540 620 710

15L 460 540 610

19R 368 421 484

20R 350 400 460

22L 318 364 418

30R 230 270 310

-800 mbar

13R 455

15L 395

19R 312

20R 296

22L 269

30R 187

Torque
Suction (Nm)

Suction
VERSION
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• System designed to fit trucks with a wheelbase
lenght from 3,50 m.

• Versatile sytems for clock-or counterclockwise
drive.

• System designed for Blackmer’s screw
compressors.

B 600
250 - 600 m3/h

MISTRAL
365 - 750 m3/h

TYPHON II
500 - 1130 m3/h

Length : 535 mm - Height : 690 mm 
Width : 770 mm

Length : 535 mm - Height : 690 mm 
Width : 770 mm

Z.I. La Plaine des Isles, 2, rue des Caillottes, 89000 Auxerre, France  •  Tel. : +33.3.86.49.87.16  •  Fax : +33.3.86.49.87.17  •  contact@blackmer-mouvex.com
Printed in FRANCE by Filigrane  © 2005 Blackmer
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TYPHON II 13R/15L DDICB 600 DDIC

SPEC SHEET 1401 - 008 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor package
DDIC

Direct Driven Inter Cooled system
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Compressor type B 600 MISTRAL TYPHON II
Version 20R 13R/15L 20R 13R/15L 20R 13R/15L

30R 19R/22L 30R 19R/22L 30R 19R/22L
Flow m3/h 250 - 600 365 - 750 500 - 1130
Weight - kg 252 282 250 280 300 330
Height H mm max. 730
Length L mm 535
Width W mm min. 788 - max. 809
Compressor C mm 549 686 587 723 664 799
Length

13R/CW 1040 - 1300 rpm
19R/CW 1560 - 1950 rpm

15L/CCW 1200 - 1500 rpm
22L/CCW 1800 - 2250 rpm

20R/CW 1600 - 2000 rpm
30R/CW 2400 - 3000 rpm

W

H

L

C

Screw compressor package DDIC



• Components kit sized
for each compressor
B 600 / Mistral / Typhon II.

• To fit by yourself.
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SPEC SHEET 1401 - 006 E

Section : 1401
Effective : June 2008
Replaces : new

Torque LimiterCompressorSuction Filter Check and Relief Valve Silencer

Compressor
Torque Limiter
Check and Relief Valve
Silencer
Suction Filter

Screw compressor package
DDK

individual Direct Driven Kit system
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Screw compressor package DDK

REP Description Quantity

97 Discharge Connection Kit 1

119 Stainless Steel Silencer 1

124 Torque Limitor Kit 1

524 Check and relief Valve 1

776 Filter kit Assembly 1

124

97

776

524

119

Available for all models except B1500 compressor



• Systems designed to fit trucks with a wheelbase
lenght from 3,50 m.

• Versatile sytems for clock-or counterclockwise
drive.

• Systems designed for Blackmer’s screw
compressors.

B 600
250 - 600 m3/h

MISTRAL
365 - 750 m3/h

TYPHON II
500 - 1130 m3/h

Length : 456 mm - Height : 690 mm 
Width : 770 mm

Length : 456 mm - Height : 690 mm 
Width : 770 mm
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TYPHON II 13R/15L DDNCB 600 20R DDNC

SPEC SHEET 1401 - 007 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor package
DDNC

Direct Driven Non Cooled system
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Compressor type B 600 MISTRAL TYPHON II
Version 20R 13R/15L 20R 13R/15L 20R 13R/15L

30R 19R/22L 30R 19R/22L 30R 19R/22L
Flow m3/h 250 - 600 365 - 750 500 - 1130
Weight - kg 220 250 225 255 270 300
Height H mm max. 730
Length L/l mm 456/174
Width W mm min. 788 - max. 809
Compressor C mm 549 686 587 723 664 799
Length

13R/CW 1040 - 1300 rpm
19R/CW 1560 - 1950 rpm

15L/CCW 1200 - 1500 rpm
22L/CCW 1800 - 2250 rpm

20R/CW 1600 - 2000 rpm
30R/CW 2400 - 3000 rpm

W

H

L

C

l

l

L

Screw compressor package DDNC



Z.I. La Plaine des Isles, 2, rue des Caillottes, 89000 Auxerre, France  •  Tel. : +33.3.86.49.87.16  •  Fax : +33.3.86.49.87.17  •  contact@blackmer-mouvex.com
Printed in FRANCE by Filigrane  © 2005 Blackmer

www.blackmer.com

SPEC SHEET 1401 - 012 E

Section : 1401
Effective : June 2008
Replaces : new

B 600
250 - 600 m3/h

MISTRAL
365 -  750 m3/h

TYPHON II SP
500 - 1130 m3/h
Width : 779 mm
Height : 695 mm
Length : 418 mm

Screw compressor package
HYDNC

Hydraulic Driven systems
• New integrated hydraulic drive line.
• Low noise non cooled system.
• Flexible position on the truck is possible.
• Complete assembled package (plug-in system).
• Maximum 420 mm space required
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Compressor type B 600 MISTRAL TYPHON II
Version HYD-20R
Flow m3/h 250 - 600 365 - 750 500 - 1130
Weight - kg
Height H mm 695
Length L mm 418
Width W mm 779
Total systems C mm 1047
Length

HYD-20R/CW
1600 - 2000 rpm W

H

L

C

Screw compressor package HYDNC



• Lightest and smallest direct driven system.

• Complete assembled package (plug-in system).

• Could be partly fitted behind fuel tank
(Maximum space required 330 mm)

B 600
250 - 600 m3/h

MISTRAL
365 - 750 m3/h

TYPHON II
500 - 1130 m3/h

Low Space
Length : 311 mm - Height : 790 mm 

Width : 717 mm

Low Space
Length : 311 mm - Height : 790 mm 

Width : 717 mm
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TYPHON II 13R/15L LS-DDNCB 600 20R LS-DDNC

SPEC SHEET 1401 - 009 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor package
LS-DDNC

Low Space Direct Driven Non Cooled system
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Compressor type B 600 MISTRAL TYPHON II
Version 20R 13R/15L 20R 13R/15L 20R 13R/15L

30R 19R/22L 30R 19R/22L 30R 19R/22L
Flow m3/h 250 - 600 365 - 750 500 - 1130
Weight - kg 150 180 153 183 198 228
Height H mm max. 790
Length L mm 311
Width W mm 717
Compressor C mm 549 686 587 723 664 799
Length

13R/CW 1040 - 1300 rpm
19R/CW 1560 - 1950 rpm

15L/CCW 1200 - 1500 rpm
22L/CCW 1800 - 2250 rpm

20R/CW 1600 - 2000 rpm
30R/CW 2400 - 3000 rpm

W

H

L

C

Screw compressor package LS-DDNC



The solution for an optimum mounting
inside truck frame.

MISTRAL-20R
1200 - 2000 rpm CW

MISTRAL-30R
1800 - 3000 rpm CW

Dimensions (mm) :
L 587 x H 355 x W 280

Weight :
102 kg

MISTRAL-13R/15L
either 780 - 1300 rpm CW
or 900 - 1500 rpm CCW

MISTRAL-19R/22L
either 1170 - 1950 rpm CW
or 1320 - 2250 rpm CCW
Dimensions (mm) :
L 723 x H 442 x W 295
Weight :
132 kg

www.blackmer.com

SPEC SHEET 1401-003 E 

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor
MISTRAL
The specialist

- 365 up to 750 m3/hr -



Screw compressor MISTRAL

Speed (rpm)

MISTRAL
COMPRESSOR
20R and 30R

MISTRAL COMPRESSOR WITH MULTIPLIER 13R/15L and 19R/20L

COMPRESSOR SPEED
VERSION 1 2 3 4 5

13R 780 910 1040 1170 1300

15L 900 1050 1200 1350 1500

19R 1170 1365 1560 1755 1950

20R 1200 1400 1600 1800 2000

22L 1320 1580 1800 2035 2250
30R 1800 2100 2400 2700 3000

Flow (m3/hr) / Power (kW)

Torque 
Pressure (Nm)

*At full speed

PRESSURE (bar)*
VERSION 1.5 2.0 2.5

13R 280 330 360

15L 370 440 480

19R 189 221 263

20R 180 210 250

22L 164 191 227

30R 120 140 165
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Suction : 1 atm, 20°C
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SPEC SHEET 1401-001 E

Section : 1401
Effective : June 2008
Replaces : new

Hydraulic
adapter

Direct Driven Non Cooled systems

Direct Driven Inter Cooled systems (Suction + Pressure) Direct Driven Inter Cooled systems

MISTRAL
365-750 m3/h

Cast iron flange for

www.blackmer.com

Modular screw compressor system

DDNC

DDIC SP XL-DDIC

B 600
250-600 m3/h

TYPHON II
500-1130 m3/h

DEUTZ PERKINS YANMAR

B 1500
625-1550 m3/h

Low Space Direct Driven Non Cooled systems

LS-DDNC

Options for every screw compressor

Multiplier

13R-15L
19R-22L
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New Screw compressors
Trucks Gear box PTO Rotation 13R 19R 20R
MB G211(281)-12 NA 123-10b CCW 1:1.05 / 1.34 1:1.33 / 1.70 1:1.33 / 1.70

1:1.71 / 2.18 1:1.71 / 2.18
G330-12 NA 123-10b CCW 1:1.35 / 1.74 1:1.35 / 1.74 1:1.35 / 1.74

1:1.70 / 2.20 1:1.70 / 2.20
G221-9 NA 123-10b CCW 1:1.27 1:1.63 1:1.63
G211-16 NA 123-10b CCW 1:1.17 / 1.40 1:1.50/ 1.80 1:1.50 / 1.80
G240-16 NA 123-10b CCW 1:1.34 / 1.62 1:1.70 / 2.05 1:1.70 / 2.05

Trucks Gear box PTO Rotation 13R 19R 20R
DAF ZF 16S1620 (1920-2220) TD N221/10 CCW 1:1.14 / 1.36 1:1.68 / 12.00 1:1.68 / 2.00
IVECO ZF 16S1820 (2220-2720) TD N221/10 CCW 1:1.13 / 1.35 1:1.75 / 2.10 1:1.75 / 2.10
MAN ZF 12 AS 2301 DD N AS / 10 CCW 1:1.51 1:1.51
RVI 1:1.92 1:1.92

ZF 12 AS 2301 OD N AS / 10 CCW 1:1.40 1:1.73 1:1.73
1:2.15 1:2.15

Trucks Gear box PTO Rotation 13R 15L 20R
SCANIA GRS890 / 900 / 920 EG600 CW 1:1.45 / 1.78

GRS905 EG660 CCW 1:1.00 / 1.24
GRS905 EG661 CCW 1:1.28 / 1.58 1:1.28 / 1.58

GRSO905 EG663 CCW 1:1.03 / 1.29
GRS895 EG664 CCW 1:1.00 / 1.24
GRS895 EG665 CCW 1:1.28 / 1.58 1:1.28 / 1.58

Trucks Gear box PTO Rotation 15L 22L 20R
VOLVO V2214/2514/2814 PTR-FH CCW 1:1.23 / 1.54
RVI V2214/2514/2814 PTRD-F(D1-D2) CW 1:1.30 / 1.62

VO2512/3112AT PTR-FH CCW 1:1.57 / 2.00
VO2512/3112AT PTRD-F(D1-D2) CW 1:1.65 / 2.10

WARNING : Please take care of the power consumption of the compressor with the safety valve setting is lower
than the power of the PTO
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SPEC SHEET 1401 - 011 E

Section : 1401
Effective : June 2008
Replaces : new

• Compressor designed for engine drive.
• Direct coupling onto the engine with SAE4 flange.
• One plug-in package.
• Light and compact running system

Screw compressor package

Power Pack
B 600
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Power Pack

Engine DEUTZ F3L912
Compressor B600 20R SAE4
Pressure (bar) 2.50
Speed (rpm) 1600 2000
Flow (m3/hr) 470 600
Power (kW) 28 35
Weight (kg) running system

600with 90 Itr. fuel tank

B600-20R-SAE4

Power Pack B600



• For demanding applications requiring Power, Versatility
(Vacuum and Pressure), and Temperature control.

• Unique system working either on pressure or
on suction duty without any extra component.

• One package ready for use designed for
Typhon II-SP and B 1500 SP compressors.

TYPHON II SP
500 - 1130 m3/h

B 1500 SP
625 - 1550 m3/h

Suction Pressure XL Direct Driven Inter Cooled system
Length : 793 mm - Height : 724 mm 

Width : 781 mm

Suction Pressure XL Direct Driven Inter Cooled system
Length : 793 mm - Height : 724 mm 

Width : 781 mm
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TYPHON II 20R SP XL-DDIC B 1500 13R/15L SP XL-DDIC

SPEC SHEET 1401 - 010 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor package
SP XL-DDIC

Direct Driven Inter Cooled Suction and Pressure system.
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Compressor type TYPHON II B 1500 *
Version 20R 13R/15L 20R 13R/15L

30R 19R/22L 30R 19R/22L
Flow m3/h 500 - 1130 625 - 1550
Weight - kg 308 338 318 348
Height H mm max. 710
Length L mm 793
Width W mm min. 731 - max. 781
Compressor C mm 664 799 587 723
Length

13R/CW 1040 - 1300 rpm
750 - 1300 rpm *

19R/CW 1560 - 1950 rpm
1170 - 1950 rpm *

20R/CW 1600 - 2000 rpm
1200 - 2000 rpm *

30R/CW 2400 - 3000 rpm
1800 - 3000 rpm *

W

H

L

C

Screw compressor package SP XL-DDIC



The solution for an optimum mounting
inside truck frame.

TYPHON II-20R
1200 - 2000 rpm CW

TYPHON II-30R
1800 - 3000 rpm CW

Dimension :
L 664 x H 362 x W 280 mm

Weight :
147 kg

TYPHON II-13R/15L
either 780 - 1300 rpm CW
or 900 - 1500 rpm CCW

TYPHON II-19R/22L
either 1170 - 1950 rpm CW
or 1320 - 2250 rpm CCW
Dimension :
L 788 x H 468 x W 295 mm
Weight :
177 kg

www.blackmer.com

SPEC SHEET 1401 - 004 E

Section : 1401
Effective : June 2008
Replaces : new

Screw compressor
TYPHON II

N/Pressure or SP/Suction and Pressure
The multitalent - 500 up to 1130 m3/hr -



Screw compressor TYPHON II

Speed (Pm)

Torque Pressure (Nm)

TYPHON II
COMPRESSOR
20R and 30R

TYPHON II COMPRESSOR WITH MULTIPLIER 13R/15L and 19R/22L

*At full speed

COMPRESSOR SPEED
VERSION 1 2 3 4 5

13R 780 910 1040 1170 1300

15L 900 1050 1200 1350 1500

19R 1170 1365 1560 1755 1950

20R 1200 1400 1600 1800 2000

22L 1320 1580 1800 2035 2250
30R 1800 2100 2400 2700 3000

PRESSURE (bar)*
VERSION 1.5 2.0 2.5

13R 370 440 510

15L 320 380 440

19R 253 300 347

20R 240 285 330

22L 218 259 300

30R 160 190 220

Flow (m3/hr) / Power (kW)

-800 mbar

13R 308

15L 267

19R 211

20R 200

22L 182

30R 133

Torque 
Suction (Nm)

Suction
VERSION
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